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SECRET CITE CIA-Z~-5T72

FOR DI, BRASS KNOB, DOCR, DM 4, DIY, SAC HQS, OMAHA. FRO¥M NATIONAL
PHOTOGRAPHIC INTERPRETATION CEWTER. SURJECT: FILM EVALUATION
MISSION 36286,

le CAMERA B 11 WAS USED IN MISSION 3525 FLOWN ON 12 JUNE 1963
PROCESSING WAS ACCOMPLISHED BY NAVY PIC.

2. ORIGINAL NEGATIVE: THE RESOLUTIOX IS FAIR. THE EXPOSURE
IS ADEQUATE, BUT AT THE BEGINNING OF THE MISSION THE NEGATIVE IS
THIN DUE TO THE TIME OF DAY THE PHOTOCRAPHY WAS TAKEN,

3. O9R SIDE: A SERIES OF CHEMICAL SPOTS VARYING FROM 1/32
TO 1/4 INCH IN DIAMETER AND HAVING "TAILS™ APPROXIMATELY 3/4 OF
AN INCH LONG IN THE DIRECTION TOWARDS THE HEAD OF THE ROLL WERT

NOTED BETWEEN FRAMES 2842 AND 2945, AND 2349 THRU 2455,

4, OSL SIDE: MINOR INBOARD EDGE STATIC OCCURS THROUGHOUT THE
ENTIRE SIDE. A PLUS DENSITY STREAX APPROXIMATELY 1/16 OF AN INCH
WIDE AND 3 1716 INCHES FROM AND PARALLEL TO INBOARD EDGE STARTS
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" AT FRAME 2426 AND CONTINUES THROU{‘:, UT THE ©ISSION. PLUS DENSITY
AREAS ONE INCH WIDE STARTING 1”‘/2 INCH FROM THE INBOCARD EDGE OCCURS

~ INTERMITTENTLY THROUGHOUT THE-'H,, SSION. (POSSIBLY STATIC OR PRESSURL

:°° ASSOCIATED WITH A ROLLER)., PLUSSPENSITY PATCHES CAUSED BY LIGHT
- LEAKS ARE PRESENT ON FRAME 8843, 1965, 1459, 1518, 1519, 1537,
1568 THRU 1588, 1629, 1651, CHEMICAL SPOTS, SIMILAR TO THOSE
DESCRIBED IN PARAGRAPH 2, ARE PRESENT. ON FRAMES 1533, 1534 AND
1535. A TOTAL OF 13 PLUS DENSITY SPOTS, APPROXIMATELY 1/16 OF
AN INCH IN DIAMETER AND 3 5/16 INCHES FROM INBOARD EDGE, APPEAR
IN FRAMES 9829 THRU 8847, THERE: IS NO DEFINITE PATTERN OR SPACING
BETWEEN SPOTS.
5. NO MAJOR CAMERA MALFUNCTIONS OR SERIOUS PROCESSING PROBLE!S
WERE NOTED ON THIS MISSION.
6. POSITIVE: PI SUITABILITY IS FAIR. ATMOSPHERIC CONDITIONS
WRE THE MAJOR DEGRADING FACTOR. EIGHTY-FIVE PERCENT OF THE MISSION
WAS CLOUD COVERED.
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